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ASSEMBLY INSTRUCTIONS

Do not use your Go!Cart at night.
Do not carry passengers.
Do not exceed weight limit of 75 pounds.
Do not exceed speed of 10 mph. The boat can begin to sway uncontrollably.
Do not exceed boat length of 15 feet.
Do not use trailer “off road”.
Do check for worn or loose parts before each ride.
Do practice with loaded trailer before riding in trafﬁc.
1. Slide the two halves of the adapter brackets, without the
Seattle Sports logo, onto the adapter bar, back-to-back.
Place this unit onto the frame of your ATC Cart and spread
the adapter brackets so that it sits ﬁrmly in place.
2. Install the small nut and bolt up through the bottom of the
backside adapter bracket.
3. Firmly hook the other two halves of the adapter brackets in
place and install all four nuts and bolts.

4. Insert the smaller diameter straight aluminum tube into the
larger diameter tube. Install the nut and bolt in the correct
hole to match your boat’s length.
5. Insert the smaller diameter straight aluminum tube into
the curved tube. Slide the ﬂat hull bracket in the desired
position and install a baled lynch pin through all four holes.
If you plan to use a kayak with your cart, bend each side of
the hull bracket to ﬁt your hull shape. If you plan to use a
SUP or surf board, attach the foam block to the hull bracket.

6. Insert the straight end of this 3-piece bar into the short adapter bar.
Secure in place with a baled lynch pin.
7. Remove the quick-release skewer from the rear wheel of your bicy cle. Re-install the skewer after passing it through the hitch receiver.
Ensure that the hitch receiver is pointing towards the back of the
bicycle. We recommend you install the hitch receiver on the left side
of the wheel, as to not interfere with the gears.
8. Place the drawbar hitch into the hitch receiver and attach using a
baled lynch pin. Secure the safety strap around a section of your
frame.
Load your boat, keeping the center of gravity over the middle of the
ATC Cart. Installing your boat off-balance results in excess of force on
the adapter. Make sure that the bow of your boat does not touch your
rear wheel. Secure the middle of your boat to the cart using the cinch
strap that came with your ATC. Secure the bow of your boat to the hull
bracket using the included cinch strap.
WARNING

Due to the fact that Seattle Sports does not
have control over how this boat cart is used,
Seattle Sports disclaims any and all liability
for damage or injury that might occur as a
result of the improper use of this product.

WARRANTY

Seattle Sports products are guaranteed for materials and workmanship for one year. This warranty is only applicable if all instructions are
followed and product is used as recommended. Normal wear and tear or damage from misuse, accident, or alterations are not covered. Use of
this product in a professional setting is not covered. Seattle Sports assume no liability for incidental damages or injuries resulting from the use or
misuse of this product. You may have additional warranties or limitations outlined in product packaging. Thank you for purchasing our products.
Please contact us with any questions or concerns about our products. Seattle Sports Company, 3217 W. Smith St #1, Seattle WA 98199.
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